E-Z Go Golf Cart 3-Bolt & 4-Bolt Instructions
For Part Number’s 1129400020, 1129401020

E-Z-Go Golf Cart 3-Bolt Floor Mount Installation Instructions

1. Remove the steering wheel from the old column.
   *(a puller may be necessary)*
2. Remove the three bolts that attach the column to the floor.
3. Slide the outer column tube off the inner steering shaft.
4. Remove the upper shaft and small connecting shaft from the rack input shaft.
5. Slide the new column over the rack input shaft.
   *(It may be necessary to turn the center steering shaft on the column to align the two shafts).*
6. Replace the three bolts that attach the column to the floor.
7. Install the knobs, levers, wiring, steering wheel adaptor and steering wheel by following the instructions on the back of the column dress-up kit.

E-Z-Go Golf Cart 4-Bolt Floor Mount Installation Instructions

1. Remove the steering wheel from the old column.
   *(a puller may be necessary)*
2. Remove the pinch bolt that secures the upper u-joint to the steering column.
3. Disconnect the u-joint from the output shaft of the column.
4. Remove the four bolts that attach the column to the floor and remove the column.
5. Set the new column in place.
6. Replace the four bolts that attach the column to the floor.
7. Slide the u-joint on the output shaft of the new column.
8. Replace and tighten the pinch bolt that secures the upper u-joint to the steering column.
9. Install the knobs, levers, wiring, steering wheel adaptor and steering wheel by following the instructions on the back of the column dress-up kit.